


B. Industrial Air Curtain 
 
 

RECOMMENDED STANDARD MODELS 
  PURPOSE : BARRIER TO INSECTS AND DUST 

 
      DOOR WIDTHS HEIGHTS USE THIS 

 UP TO UP TO STANDARD 
 

  
  

MODEL 
NUMBER 

 3 ft. 7 ft. TH.AC 36 
 3½ ft. 7ft. TH.AC 42 
 4 ft. 7 ft. TH.AC 48 
 4ft. 10 ft. TH.AC 48 H.V. 
 7 ft. 7 ft. TH.AC 80 H.V. 
 8 ft. 10 ft. TH.AC 96 H.V. 
 10 ft. 8 ft. TH.AC 120 
 10 ft. 10 ft. TH.AC 120 H.V. 
 12 ft. 10 ft. TH.AC 144 H.V. 
 

      EXTRA HIGH VELOCITY (MODEL EHV) 

      DOOR WIDTHS UP TO HEIGHTSUP TO USE EHV MODEL NUMBER 
3½ ft. 11 ft. TH.AC EHV 38 
4½ ft. 11 ft. TH.AC EHV 48 
5½ ft. 11 ft. TH.AC EHV 60 
7ft. 11 ft. TH.AC EHV 84 
8 ft. 11 ft. TH.AC EHV 84 
9 ft. 11 ft. TH.AC EHV 108 

10 ft. 11 ft. TH.AC EHV 108 
10 ft. 12 ft. TH.AC EHV 132 
11 ft. 12 ft. TH.AC EHV 132 

12 ft. 12 ft. TH.AC EHV 132 

      EXTRA HIGH H (MODEL EHH) 

      DOOR WIDTHS UP TO HEIGHTS UP TO USE EHH MODEL NUMBER 
3½ ft. 16 ft. TH.AC EHH 38 
4½ ft. 16 ft. TH.AC EHH 48 
6½ ft. 16 ft. TH.AC EHH 84 
7ft. 16 ft. TH.AC EHH 84 
8 ft. 16 ft. TH.AC EHH 84 
9 ft. 16 ft. TH.AC EHH 108 

10 ft. 16 ft. TH.AC EHH 132 
11 ft. 16 ft. TH.AC EHH 132 

12 ft. 16 ft. TH.AC EHH 132 

 


